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PRO-STOP™ & PRO™ Stretch Lanyards

PRO-STOP™

Shock Z 4 -
Absorbing - = ~
Lanyards 1340220 1340230
Tubular wab, saif locking snap hooks, Tubular wab, saff focking snap hook
b ft. (1.8m) in fength and rabar hook, b ft. (1.8m) in fang i
PROSTOP™ lanyards (1340220C in Canada} (1340230C in Canada}

feature polyester
tubular web opposed
to a traditional shock
pack, 3,600 Ib. gated
hooks and an energy
absorbing design
that limits fall arrest
forces to 900 Ibs. or

1340240 1340250

less,
Tubular wab, twin-fag 100% Ba-off, salf Tubular wab, twin-fay 100% Ea-off. salf
focking snap hooks, b ft. (1.8m)} in fang th focking snap hook argi rabar hooks, b ft.
} (13402 40C in Canads) (1.8m) in fangth

(1340250C in Canada)

PRO" Stretch

4 Shock
1340101 1340121 it
Tubular siratch wab, salf focking snap Tubular siratch wab, salf focking snap y
hooks, b ft. (1.8m) in langih hook and rabar hook, b . (1.8m)
(NoE Availabla in Canads) (Not Availabla in Canads)

PRO™Stretch lanyards
feature polyester
tubular web that ex-
pands to 6 ft. (1.8m)
and contracts to 4.5
ft. (1.4m), 3,600 Ib.
gated hooks and an
energy absorbing
design that limits fall
arrest forces to 900

Ibs. or less.

1340141 1340161

Tubufar stratch wab, twin-fog 100% tla-off, Tubufar straéch wab, twin-fag 100% tia-off, solif
salffocking snap hooks, 6 f. (1.8m)} in langih focking snap hook and rabar hooks, b f£. (1.8m)
(NOE Availabla in Canads) {(Not Availabla in Canads)



PRO™ Positioning Lanyards & Accessories

PRO™ Positioning Lanyards

All PRO™ positioning lanyards feature 2,600 |b, gated hooks and are used to maintain a working position -

they must not be used for fall arrest applications,

1385501

%?
1385101

I wab, salf locking snap Rooks, I adjusiabia wab, salf fock- Ropa, salf locking snag hooks,
B FE. (1.8} in fangir iy Enap hooks, & FE (1.8m) B FE (1.8} it fangit
(1385101IC in Canada} (1385301C in Canada} (1385501C in Canada}

Wab rabar ascambly, saif forck- Swivaling wab rabar ascarmbly, Chairr rabar assambly, saff lock— Swivaling cham rabar asgarn Bly,
ing Enap haoks and rabar ook salf lecking snap hooks arnd rabar  ing snap hooks and rabar foak 52l lbeking snap hooks, rabar

(IFSID50C int CANALA ) hook (1I5100IC iy Canada) (1I50Z00C in Canada) hook (IF50150C it Canada)
PRO™ Harmess Specifications: ™ z
Max. Arresting Force! 1,300 |bs, (8 kN) PRO™ Accessories
Min. Breaking Strength: 5,000 |bs, (22.2 PRO™ accessories offer added flexibility.

kM1 Capacrty: 420 lbs, (190 kg) — one
Lser Sizer small, Medium/Large, X-Large,
xx-Large Operating Temperatire: -31°F
(-35°C) to 135°F (54°C) Hardware: olloy
steel Findsh: Zinc plating with clear chro-
mate Webbing: Polyester 1 3/4” (45 mm) ﬁ
Tensie: 6,000 lbs. (26.7 kN) Labels: Vinyl

= \
Padding! MNylon D-Ring Pad: Polyethylene
Standards: 5, 2255, 10.07, 08 HA and 1340260 13850060

&MSI 2359.1, A10,32 Shoack absarbar with D-ring aF ana D-ring endhansion with D-ring af ona
and,. salf focking srap hook af cihar and, salf locking srap hook aF oihar
¢ 1740260C in Canada} {1385000C in Canada}

PRO™ Lanyard Specifications:

Max. Arvesting Force:! 900 |bs. (4 kM) Min.

Breaking Strengeh! 5,000 lbs, (22,2 kM)

Capacity: 310 |bs. (140 kg) - one user Operating Temperature: -31°F (-35°C) to 135°F (54°C) Hardware: dlloy steel
Findstr Zinc plating with clear chromate Webbimg: Standard; 17 (25mm) Polyester, 7,500 b, (30 kM) tensile strength,
PRO-Stop™: 1-3/8" (34.4mm) Polyester, 6,600 |hs, (26,4 kM) tensile strength, PRO-Stretch™ ) 1-15/16" (48 .4mm) Polyes-
ter, 6,600 |bs, (26.4 kM) tensile strength Reper 127 Mylon Cabder 1/47 Viny | Covered Cable Chafn: Twist 5/0 Zinc Plated
Labets: Vinyl or Avery Thread: Polyester Srandards: CS5A 7259,10-07, O5HA and AMSI 7359.1, A10.32
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