
I N N O V A T I N G  U N D E R G R O U N D  L O C A T I N G

Model 4360 Pipe and 
Leak Locator Combo

Everything you need to get started in leak detection. The leak detector 

combined with a gun style pipe locator all in one carrying case allows the

convenience of locating water leaks and tracing metallic piping. Available

options include: sewer line, stoppages, and septic tank locating.

Leak Detection and 
Pipe Tracing System

LET GOLDAK HELP YOU GET STARTED!

PLUMBER SPECIAL

Gun Style
Pipe Locator

Pipe Locator
Transmitter

Complete 777-
Leak Design
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Goldak, Inc.
547 West Arden Ave. � Glendale, CA 91203 � 818/240/2666 � 818/244/6818 fax
wwwwww..ggoollddaakk..ccoomm

LEAK DETECTOR

DIMENSIONS

Housing: Aluminum 3” x 6” x 10”

OPERATING WEIGHT

2.5 lbs 

SHIPPING WEIGHT

22 lbs

FILTER RANGE

20 Hz to 500 Hz on “Lo”
20 Hz to 3.5 KHz on “Hi”

POWER SOURCE

6 “AA” Batteries

CONTROLS

Power: On, Off, Battery Test
Amplifier Gain
Meter Sensitivity
Frequency Filter
Mute Button

INCLUDED ACCESSORIES

Ultra-Sensitive Microphone
12” Probe
Acoustic Bell Housing
8 Ohm Stereo Headset

OPTIONAL ACCESSORIES

NE-77 “Noise Eliminator” Microphone

PIPE LOCATOR

DIMENSIONS

Transmitter: 11” x 5” x 3.75”
Receiver: 20.5” x 6.5” x 9”
Carrying Case: 29” x 17” x 9”

OPERATING WEIGHT

Transmitter & Receiver: 6 lbs 

OUTPUT FREQUENCY

116 KHz ± 0.3%

POWER SOURCE

16 “AA” Alkaline Batteries
(8 each in transmitter & receiver)

INCLUDED ACCESSORIES

Direct Connection Cable
Ground Rod

OPTIONAL ACCESSORIES

Any 116 KHz Transmitting Sonde for 
Non-Metallic Sewer Line Locating

WARRANTY

One year on manufacturing defects 
and workmanship

4360 SPECIFICATIONS

NE-77 “NOISE ELIMINATING”
MICROPHONE
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